
Tubing

Basic Version, Metric Series

PUN.BM.PSI.US

Product Short Information

Technical Data
Pressure Range -0.95 bar to maximum pressure
Temperature Dependent Max. Pressure -35 to +30 °C maximum pressure is 10 bar
(Maximum pressure is determined at maximum temperature) +30 to 40 °C maximum pressure is 8.5 bar

At +40 to +60 °C maximum pressure is 6.5 bar
Type Outside ø Inside ø Min. bending Weight Tubing Roll  

[mm] [mm] radius [mm] [g/m] Lengths [m]
PUN-3x0.5-... 3 2.1 12.5 4 50
PUN-4x0.75-... 4 2.6 17 9 50
PUN-6x1-... 6 4.0 26.5 19 50
PUN-8x1.25-... 8 5.7 37 30 50
PUN-10x1.5-... 10 7.0 54 49 50
PUN-12x2-... 12 8.0 62 77 50
PUN-16x2.5-... 16 11 88 129 50



Outside Inside Type Color
ø mm ø mm

3 2.1 PUN - Polyurethane
PUN-H - Polyurethane

3.2 2.2 PU - Polyurethane
PU-DUO - Polyurethane

4 2.5 PUN-CM - Polyurethane
PUN - Polyurethane

4 2.6 PUN-DUO - Polyurethane
PUN-H - Polyurethane
PUN-H-DUO - Polyurethane
PAN - Polyamide
PAN-L - Polyamide

4 2.9 PFAN - Perfluoralkoxyalkan
PLN - Polyethylene
PUN-E - Polyurethane

4.3 2.9 PU - Polyurethane
PU-DUO - Polyurethane

4.3 3 PL - Polyethylene
PP - Polyamide
PAN - Polyamide
PAN-L - Polyamide
PAN-V0 - Polyamide
PFAN - Perfluoralkoxyalkan
PLN - Polyethylene
PM - Polyethylene/Al

6 4 PP - Polyamide
PUN - Polyurethane
PUN-DUO - Polyurethane
PUN-H - Polyurethane
PUN-H-DUO - Polyurethane
PUN-V0 - Polyurethane
PUN-CM - Polyurethane

6 4.4 PUN-E - Polyurethane
6.1 3.9 PU - Polyurethane

PU-DUO - Polyurethane
6.2 4 PL - Polyethylene

6.35 4.75 PPS - Polyamide
6.5 2.9 PR - Polyurethane/polyester
6.5 4 PCN - Polyvinyl chloride
7 4 PX - Nitrile rubber

7.7 3.9 PR - Polyurethane/polyester
7.95 6.35 PPS - Polyamide

8 5.2 PM - Polyethylene/Al
PUN - Polyurethane
PUN-DUO - Polyurethane

8 5.7 PUN-H - Polyurethane
PUN-H-DUO - Polyurethane
PUN-V0 - Polyurethane

8 5.9 PAN - Polyamide

Tubing, Basic Version, Metric Series

Outside Inside Type Color
ø mm ø mm

8 5.9 PAN-L - Polyamide
PFAN - Perfluoralkoxyalkan
PLN - Polyethylene

8 6 PAN-V0 - Polyamide
PUN-E - Polyurethane

8.2 6 PP - Polyamide
8.3 5.9 PU - Polyurethane

PU-DUO - Polyurethane
8.4 6 PL - Polyethylene
9 6 PX - Nitrile rubber

9.5 6.4 PUN-SG - Polyurethane
9.7 5.9 PR - Polyurethane/polyester

PAN - Polyamide
PAN-L - Polyamide
PFAN - Perfluoralkoxyalkan
PLN - Polyethylene

10 7 PUN - Polyurethane
PUN-DUO - Polyurethane
PUN-H - Polyurethane
PUN-H-DUO - Polyurethane
PUN-V0 - Polyurethane

10 7.5 PAN-V0 - Polyamide
PUN-E - Polyurethane

11 8 PU - Polyurethane
PU-DUO - Polyurethane

11.6 9 PL - Polyethylene
PU - Polyurethane with fabric

11.7 7.9 PUN-SG - Polyurethane
PUN - Polyurethane

12 8 PUN-H - Polyurethane
PUN-V0 - Polyurethane
PAN - Polyamide

12 8.4 PAN-L - Polyamide
PFAN - Perfluoralkoxyalkan
PLN - Polyethylene

12 8.8 PUN-E - Polyurethane
12 9 PAN-V0 - Polyamide

PX - Nitrile rubber
13 6 P - Nitrile rubber
16 9 P - Nitrile rubber
16 11 PUN - Polyurethane

PUN-H - Polyurethane
16 12 PAN - Polyamide

PAN-L - Polyamide
17.6 13 PL - Polyethylene

PU - Polyurethane with fabric
23 13 P - Nitrile rubber
31 19 P - Nitrile rubber
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Complete Tubing Line = Basic version.

Subject to change PUN.BM.PSI.US     2.05

Ordering Example: PUN-6x1-SI
Material Color

PUN = Polyurethane SI = Silver SW = Black GN = Green
BL = Blue GE = Yellow RT = Red

Outside Diameter (mm) Tube Thickness (mm)

Festo Corporation

Tel: 1.800.99.FESTO
Fax: 1.800.96.FESTO
E-mail: customerservice_us@festo.com
Web: www.festo.com/us


